
W KUBOTA 21" COMMERCIAL LAWN MOWER

WG6-21 / WGC6-21

Engineered to Exceed Your High Expectations
Kubota’s new 21" commercial mowers combine cut-
ting, mulching and bagging performance with durability. 
The cast aluminum deck and serviceable wheels with 
dual ball-bearings and replaceable tread tires meet the 
demands of lawn care professionals.
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Specifications
MODELS WG6-21 //  WGC6-21

Model Zone Start // Blade Brake Clutch

Cutting Width (in) 21

Engine Kawasaki FJ180

Engine Displacement (cc) 179

Air Filter 2 Stage (toolless replace)

Oil Filter External replaceable

Rated Speed [RPM] 3400

Fuel Take Capacity [qts.] 3

Mower Deck High Vacuum, Rear Discharge

Edge Guards Yes (Steel)

Deck Construction Die-Cast Aluminum

Bag Capacity (bu) 2.5 (3.1 cu ft)

Drive System Self-Propelled

Height Adjustments 7

Deck Height Adjustment Range (in) 3/4"- 4"

Transmission 3 Speed Gear Drive

1st Gear 2.4 MPH

2nd Gear 3.3 MPH

3rd Gear 4.1 MPH

Tire Size (Front & Rear) (in) 9" x  2 1/4"

Wheel Construction Die Cast Aluminum w/ Dual Ball Bearings

Tire Construction Rubber Replaceable

Handle Construction 1" High Strength Tubular Steel

Weight (lbs) 125 // 1300

Warranty 2 Years

Warranty Engine (through Kawasaki) 3 Years


